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Introduction. Power parameters of the “rolling — equal- 
channel angular pressing” (ECA) combined process are stud- 
ied. The work objective is to determine forces of rolling and 
pressing in the deformation by the combined method. 
Materials and Methods. The die strength calculation and the 
experiment on deformation of AISI 6063 aluminum samples 
were carried out. During the experiment, the force values were 
recorded using a strain-gauge station. 

Research Results. The strength analysis results show that this 
die design is suitable for creating an experimental stand of the 
“rolling — ECA-pressing” combined process, since the calcu- 
lated safety margin 1s sufficient to implement the pressing 
under extreme conditions. The rolling forces at all stages of 
the deformation exceed the corresponding pressing forces, 
which is a necessary condition for the combined process. 
Discussion and Conclusions. The obtained results can be used 
in the design of experimental stands that implement the inves- 
tigated combined process. Herewith, the given strain-gauge 
method for studying strength characteristics is suitable for the 


case of calibrated rolls. 


Keywords: combined process, rolling, equal channel angular 
pressing, force, strength analysis, tensometry. 
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Beedenue. CTaTba MOCBAIIeHa UCCIIEOBAHHIO JHEPrOCHJIOBbIX 
TapaMeTpOB COBMeIIeHHOrO Mmpolecca «MmpokKaTKa —— paBHOo- 
KaHasIbHoe yrIOBOe WpeccoBaHue (PKY)». Llemb padoTbr — 
ollpeyeseHve BO3HUKaIOINMxX YCHIIMM MpoKaTKH UM MpeccoBa- 
HUA pH edopMUpoOBaHUN COBMEIICHHbIM CHOCOOOM. 
Mamepuaazoi u memoooi. Bb 1poBeyeH MpO4HOCTHOHK pacueT 
MaTPUIIbI HW IKCIICPHMeHT MO ZedOpMUpoBaHHtO OOpPa3iIlOB V3 
amromMuHua MapKu AISI 6063. B xoye ombiroB 3Ha4ueHHA ycu- 
MH MUKCHPOBaJIMCb C TMOMOIIbIO TCEH3O0MeTpHyecKON CTaH- 
IH. 

Pe3yiomamoi ucciedoé6anus. Pe3ylbTaTbl IpOUHOCTHOTO aHa- 
JIM3a MO3BOJIAIOT YIBep%KaTb, YTO TAaHHAA KOHCTPyKIMA MarT- 
PHIUbI IpHroyHa WIA CO34aHWA IKCIICPHMCHTAJIbHOU yCTaHOB- 
KH COBMeIIeCHHOTO polecca «mpoKaTrkKa —  PKY- 
IIpeccOBaHHe»>, MOCKOJIBKY paCCUMTAaHHOrO 3allaca IpoOuHOCTU 
BIOHE JOCTATOUHO JIA peasM3alMu WpeccoBaHua Ha Tpe- 
J[CIbHBIX YCJIOBMAX. YCHIMA WpOKaTKM Ha BCex 93TaMax Je- 
(OPpMUpoOBaHHA MpeBbIMAalOT COOTBETCTBYFOININe yCusINA Mpec- 
COBaHUA, YTO ABJIACTCA HEOOXOTMMBIM YCJIOBHeM COBMEIIICH- 
HOFO porecca. 

O6cyacdenue u 3akmo4enua. Iloay4eHHble pe3ybTaTbI MOryT 
ObITb MCIHOJIb3OBaHbI Np MpOeCKTHPOBaHHU 9KCIePHMeHTAIIb- 
HbIX YCTAHOBOK, peasIM3yIOIIMXx UCCIIeyeMbIN COBMeIIeHHbIM 
mponecc. [Ipu sToM TeH30MeTpH4eCKHM MeTO UCCIeEOBAHHA 
IIPOUHOCTHBIX XapaKTepHCTHK TpHroyjeH WU Tp UCIIOIb30Ba- 
HUM KasIMOpOBaHHBIX BasIKOB. 
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Introduction. Improvement of the deformable metal quality is one of the major tasks when creating a new 
metal forming process (MFP) or improving the known one. No matter which type (rolling or blacksmithing) the process 
belongs to, it is recommended to apply a deformation scheme implementing a pure shear. In this case, a minimum 
amount of energy is expended on the metal deformation; maximum and uniform workpiece processing through the sec- 
tion 1s performed; and internal defects are closed. 

Over the past two decades, forming techniques have been actively developed. They enable to obtain ultrafine- 
textured blanks. Their analysis shows that they are based on the principles of implementation of shear or alternating 
deformations. Processes that are a combination of these principles are worthy of special mention. These processes allow 
for the implementation of an unconventional forming operation which is called “severe plastic deformation” (SPD). 
SPD implements such methods as torsion under high pressure [1-3], equal-channel angular (ECA) pressing [4-8], screw 
extrusion [9-12] and others. Special attention should be given to an echelon ECA-die (or ECA-die with parallel chan- 
nels) [13-14]. It enables to realize a shear deformation when the workpiece passes through its channels and concurrently 
two alternating deformation zones, provided that the input and output channels are codirectional. In comparison with 
the usual angular die, the echelon ECA-die is energy-saving, since it allows for implementing a greater degree of de- 
formation in one pass with the equal force. 

The MFP methods discussed above belong to the discrete press forming techniques. These technologies for the 
molded articles production have a number of shortcomings. The principle ones are due to: 

- press operation discreteness (discontinuity); 

- occurrence of reactive frictional forces on the metal-to-container contact. 

Thus, due to uneven deformation and high energy intensity of the press operation, the length of the pressed 
products is limited, and their quality is reduced. The application of the continuous pressing scheme enables to eliminate 
these drawbacks. This method differs fundamentally from the previous ones in that active friction forces are used to 
deform and extrude the workpiece through the die hole. The length of the workpiece is thus not limited. 

In recent years, the so-called “combined” MFP processes, which are a combination of two or more defor- 
mation processes, are being developed. 

Crucially, the most important feature of the combined MFP process is that shortcomings of the components of 
individual processes are often reduced or completely eliminated under its implementation. 

Besides, more and more attention has been recently paid to the energy-saving technologies based on the use of 
active friction forces for deformation. 

The authors of the study have developed a combined technique of rolling and pressing in an equal-channel 
echelon die, which, in comparison to the conventional pressing in an equal-channel echelon die, removes the limitations 
on the dimensions of the initial blanks [15]. It seems to be one of the most advanced and understudied on the practical 
level rolling and pressing processes, and it in many ways surpasses the known forming methods. The principle of this 
straining method is as follows. The workpiece, pre-heated up to the temperature of the deformation onset, is fed to the 
cast rolls. The first pair of rolls, due to the contact friction forces, bites the workpiece and pushes it on exit through the 
channels of an equal-channel echelon die. After the workpiece completely leaves the die channels, it is bitten by the 
second pair of rolls, which completely pull the workpiece out of the die also by contact friction forces. Thus, in this 
case, pressing the workpieces is provided by the friction contact forces that arise on the surface of the metal-to-rotating 
rollers contact. Previously, various studies of this combined process have been carried out — both theoretical [16-19] and 
laboratory ones (on a single-roll machine) [20-23]. 

This paper presents the results of the power analysis performed during the development of a pilot plant with 
two pairs of rolls (Fig. 1). 
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Fig. 1. Pilot plant for “rolling - ECA-pressing” combined process implementation 


Strength analysis of the ECA-die. When implementing the combined process of the “rolling — ECA- 
pressing”, a pilot plant created on the basis of the laboratory rolling mills DUO-200 and DUO-250 was used. Their 
power characteristics enable to cold-form aluminum and copper alloys. 

When designing a new technology of deformation at the pilot stage, strength analysis is essential. It enables to 
determine the tool durability and rigidity, and to estimate its strength margin which will give information on its service 
life. Theoretical studies of the “rolling — ECA-pressing” combined process were performed using computer simulation 
in the DEFORM program. As a result, 1t was established [17, 18] that the most loaded part is the pressing die. This is 
explained by the fact that the most rigid straining conditions occur in the joint mouth zone. Thuswise, a strength analy- 
SIS was carried out to test the selected die design validity. For this purpose, a model of a joint die mouth with 150 degree 
angle represented in [20], was constructed. 

When implementing the combined process, it 1s appropriate to select the workpiece width in such a way that 
under forming in the die, the metal does not contact with its sidewalls. This will significantly reduce the die total back 
force. However, one cannot completely exclude such a case. Thus, an ECA-pressing model, in which the workpiece 
height and width correspond to the height and width of the die mouth, was created in the DEFORM software. This case 
of deformation is limiting and is almost impracticable. Therefore, if the die 1s hard enough, it will be suited for a com- 
bined process, the conditions of which are much “softer”. In particular, the workpiece height and width is somewhat 
less than the height and width of the die mouth, which is a necessary condition for the metal passage through the mouth. 

The initial blank dimensions are 10 x 40 x 90 mm. The conditions and assumptions used in modeling: 

- initial material is isotropic, it does not have any stress or strain; 

- workpiece is divided into 24,000 finite elements, average length of the element edge is 1.5 mm; 

- initial temperature of the workpiece is 700 °C, besides, strain warming-up, and heat transfer from workpiece 
to tool and into the environment are considered; 

- instrument is taken as an absolutely rigid body; 

- dummy blank is taken as elastoplastic; 

- workpiece material is AISI 1045, corresponding to steel 45; 

- friction factor at the workpiece-die contact is 0.1; 

- punch speed is 10 mm/ sec. 

As a result of the calculation, the deformation force on all die elements was determined to find the most strained struc- 
tural members. The greatest forces occur in the direction of the normal stresses action (Fig. 2). 


Machine building and machine science 


291 


Vestnik of Don State Technical University. 2018. Vol. 18, no. 3, pp. 289-299. ISSN 1992-5980 eISSN 1992-6006 
a 








F Load (i) 
T4200 
69300 
444500 
zg7o0 
14800 
o.000 
0.000 Z.10 4.270 6.30 3.40 10.4 
; rl ¥ 
Time (sec) bi a 
x 
a) 
¥ Load (N) 
27000 
276000 
169000 
113000 
S6500 
te 
TN 
S 
Oo 
co o.000 
— 
§ o.000 7.10 4.70 6.30 3.40 10.5 
g Time (SEC) \- ¥ 
— x 
= 
= b) 
Fig. 2. ECA-pressing force curves for sidewalls (a) and central segments (5) 
399 Fig. 2 shows that the most strained die elements are the central segments. At deformation, the force up to 260 


kN occurs on them, while it does not exceed 75 kN on the sidewalls. Based on these data, the stress analysis of the tool 
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was carried out in the DEFORM program using a dedicated module. This analysis approach implies that absolutely rig- 
id model elements become elastic bodies taking stress. Interpolation of operating forces on the tool is carried out from 
the workpiece. Then, fixation points are defined so that the elastic bodies do not scatter under the action of forces. In 
our case, the fixation points are ring openings for holding elements. In addition, in this calculation, it is required to 
specify the tool material. 5XB2C instrument steel was used to make the die. It is used for manufacturing: 

- complex dies operating with high impact loads, 

- knives for cold metal cutting, 

- thread-rolling dies, 

- punches and swaging dies for cold operation. 

As aresult, the following data were obtained (Fig. 3). 
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Fig. 3. Strength analysis results: stress on sidewalls (a); tension in central segments (4); linear displacement (c) 


Fig. 3 shows that the most loaded zones in the central segments are surface areas near the die mouth joints and 
arc zones around the first two pairs of openings. Here, voltage up to 250 MPa occurs. 

In the areas between openings, the voltage is within 125 + 150 MPa (see Fig. 3, a). 

On the sidewalls, peak voltage occurs in the contact zone with the deformable metal, and it is equal to 95 + 100 
MPa (see Fig. 3, 5). 

The results of calculating the linear displacements of structural elements under the action of elastic defor- 
mation were considered [24] in the specialized calculation APM library to study the structure rigidity. The investigation 
of elastic deformation shows its greatest value in the surface region near the die mouth joints. Two facts should be men- 
tioned. The first: operating stresses on all die elements are much lower than the 5XB2C steel yield limit. The second: 
peak value of linear displacement reaches 0.019 mm (Fig. 3, c), which is negligible and allows us to speak about the 
increased rigidity of the proposed structure. In light of this, we can conclude that this matrix design is suitable for creat- 
ing a pilot plant of the “rolling — ECA-pressing” combined process, since the estimated safety margin is sufficient for 
ECA-pressing implementation under extreme conditions. 

Laboratory experiments to study forcing. As a result of the strength analysis, the location of the strain gage 
sensors in the matrix was determined for measuring the deformation force. The mounting spots are at a distance of 75 
mm from the leading edge of the central segment where peak linear displacements occur. 

The following equipment was used to measure the emerging deformation forces: 

- ZET-017-T8 strain-gauge station (“ETSM” CJSC, Russia); 

- force sensors with TKFO1-2-200 strain gages (““ETSM” CJSC, Russia); 

- laptop computer to control the strain gage and to record the signal. 

The strain-gauge station manufactured by “ETSM” CJSC (Moscow) is designed to measure power and other pa- 
rameters on several channels with a time resolution of writeenable up to 20 kHz [25]. 

On investigating the power parameters of the “rolling — ECA-pressing” combined process, it is planned to 
study the deformation forces at the stages of rolling and molding in dies. This calls for installation of strain gauges on 
the die and on the measuring cells of the roll mill. The principle of tensometry is that during the deformation process, 
the rolling and pressing forces affect the rolls and the die. As a result, the rolls and the die are bent. Strain gages at- 
tached to the die and measuring cells are deformed along with them. Their electrical resistance value changes. The 
strain-gauge station records this variation and, according with the results of the predetermined calibration of the sensors, 
converts it automatically into the force pattern. 

For the predetermined calibration of the strain gages, the die central segment and measuring cell were tested by 
compression on the MI-40KU hydraulic torsion-tensile machine. Usage of a torsion-stretching machine enables to de- 
velop considerable forces (35-40 kN). Herewith, their values are fixed accurately and reliably. The change in the on- 


loading stress-strain state causes deformation and a linear resistance variation of the strain gages. The principle of cali- 
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bration is in the construction of the circuit electrical voltage — applied force relationship. This dependence always has a 
strictly linear character. 

To perform the calibration, the elements under study were sequentially loaded in increments of 5 kN in the ze- 
ro — 35 kN range. The corresponding values of the circuit voltage on-load and after unloading were fixed. In order to 
increase the accuracy, three passes were performed over the specified range — up-down-up (42 measurements). As a 
result, for each element, the “force — displacement” relationship was obtained (““displacement” corresponds to the value 
of the upper striker travel). The calibration test data were statistically processed, and the linear regression equations that 
connect the force applied to the tool (P;, H) and the voltage (U;, mV) in the circuit were obtained from them. 


The equation for measuring the rolling force is as follows: 
P, =—4852,7U; + 23538. 
The coefficient of determination R’ = 0.998. The standard measurement error based on the results of 42 tests 
was less than 0.2%. 
The equation for measuring the pressing force 1s as follows: 
P; =—4120,2U; + 21609. 
The determination factor R’= 0,997. The standard measurement error based on the results of 42 tests was less 
than 0.3%. 
The data obtained were entered on the program of registration and processing of measurements of the ZET- 
017-T8 strain-gauge station. This enabled to record the signal as a schedule of effort. 
After the calibration operations, the die with the strain gage was placed on the pilot plant (Fig. 4). 
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Fig. 4. Force measurement under “rolling — ECA-pressing” combined process” 


Here, on the measuring cells of the first stand, strain gages were also installed to measure the rolling force 
which was performed only on the first stand. This is a key parameter according to the process concept. When imple- 
menting the combined process, the rolling force should exceed the resulting pressing force. 

The basic material used was 6063aluminum alloy (analog of AD3laluminum deformable alloy) at room tem- 
perature. Its chemistry and mechanical behavior are given in Table 1. 

Table 1 
Chemistry and mechanical characteristics of 6063aluminum alloy 


Weight content of elements, % 


Mechanical properties at 20 °C 


Tensile stress, MPa Yield stress, MPa Hardness, HB Stretching, % 
a 
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Blanks of equal size (15 x 25 x 450 mm) were rolled with the thickness of 9 mm in the first stand. In the se- 
cond stand, the roller gap was 7 mm. The blank length was selected so that its lead end was bit by the second pair of 
rolls, whereas the back end was being still rolled in the first stand (Fig. 5). 
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Fig. 5. Force variation under deformation of 6063aluminum alloy: rolling in the first stand (a); pressing in the die (5) 


The force measurement data are presented in Table 2. 
Table 2 


Force measurement results 


stage age ae 
Rolling sep, KN 
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The difference between the values of the rolling and pressing forces was also determined. In this case, this dif- 
ference characterizes the level of active friction force margin: 


P 
A = (72 —1)-100%, 
IIPECC 


where Pypox 18 rolling force in the first stand; Pryprecc 1s back force in the die. 

A comparative analysis of the values of the arising forces has shown that the rolling forces at all three stages 
exceed the values of the corresponding pressing forces. Thus, the necessary condition for implementing the combined 
process 1s satisfied. Herewith, the active friction forces margin in the first stand with the advancing of the blank along 
the die mouths reduces dramatically. 

Conclusions. The study results indicate that the die strength margin is quite sufficient for the ECA-pressing 
implementation under the limiting conditions. It should also be mentioned that the rolling forces at all stages of defor- 
mation exceed the pressing forces, and thus, the necessary condition for implementing the combined process is satisfied. 
At this, the active friction forces margin in the first stand with the advancing of the blank along the die mouths reduces 
dramatically. 

The results obtained can be used for designing the experimental facilities that implement the combined process 


of interest. The stain-gauge analysis of strength characteristics is also suitable for the calibrated rolls. 


References 

1. Jahedi, M., Knezevic, M., Paydar, M.-H. High-Pressure Double Torsion as a Severe Plastic Deformation 
Process: Experimental Procedure and Finite Element Modeling. Journal of Materials Engineering and Performance, 
2015, vol. 24, iss. 4, pp. 1471-1482. 

2. Straska, J., et al. Evolution of microstructure and hardness in AZ31 alloy processed by high pressure tor- 
sion. Materials Science and Engineering: A, 2015, vol. 625, pp. 98—106. 

3. Alhamidi, A., Horita, Z. Grain refinement and high strain rate superplasticity in aluminium 2024 alloy pro- 
cessed by high-pressure torsion. Materials Science and Engineering: A, 2015, vol. 622, pp. 139-145. 

4. Valiev, R.-Z., Langdon, T.-G. Principles of equal-channel angular pressing as a processing tool for grain re- 
finement. Progress in Materials Science, 2006, vol. 51, pp. 881-981. 

5. Shaeri, M.-H., et al. Microstructure and mechanical properties of Al-7075 alloy processed by equal channel 
angular pressing combined with aging treatment. Materials & Design, 2014, vol. 57, pp. 250—257. 

6. Zhang, X., et al. Effect of route on tensile anisotropy in equal channel angular pressing. Materials Science 
and Engineering: A, 2016, vol. 676, pp. 65-72. 

7. Wei, W., et al. Microstructure and tensile properties of Cu-Al alloys processed by ECAP and rolling at cry- 
ogenic temperature. Journal of Alloys and Compounds, 2016, vol. 678, pp. 506—510. 

8. Mostaed, E., et al. Microstructural, texture, plastic anisotropy and superplasticity development of ZK60 al- 
loy during equal channel angular extrusion processing. Metallurgia Italiana, 2015, iss. 11-12, pp. 5-12. 

9. Kalahroudi, F.-J., et al. Inhomogeneity in strain, microstructure and mechanical properties of AA1050 alloy 
during twist extrusion. Materials Science and Engineering: A, 2016, vol. 667, pp. 349-357. 

10. Kim, J.-G., et al. Finite element analysis of the plastic deformation in tandem process of simple shear extru- 
sion and twist extrusion. Materials & Design, 2015, vol. 83, pp. 858-865. 

11. Bar Bahadori, S.-R., Dehghani, K., Mousavi, S.-A.-A.-A. Comparison of microstructure and mechanical 
properties of pure copper processed by twist extrusion and equal channel angular Pressing. Materials Letters, 2015, 
vol. 152, pp. 48-52. 

12. Latypov, M.I., et al. Modeling and Characterization of Texture Evolution in Twist Extrusion. Metallurgical 
and Materials Transactions: A, 2016vol. 47A, iss. 3, pp. 1248-1260. 

13. Raab, I., et al. Ustroystvo dlya obrabotki metallov davleniem: patent 2181314 Ros. Federatsiya: 7 
B21D25/02. [Device for metal forming.] Ufa State Aviation Technical University. RF patent, no. 2181314, 2002 (in 


Russian). 


Machine building and machine science 


297] 


http://vestnik.donstu.ru 


298 


Vestnik of Don State Technical University. 2018. Vol. 18, no. 3, pp. 289-299. ISSN 1992-5980 eISSN 1992-6006 





14. Naizabekov, A.B., Lezhnev, S.N., Volokitina, I.E. Change in Copper Microstructure and Mechanical Prop- 
erties with Deformation in an Equal Channel Stepped Die. Metal Science and Heat Treatment, 2015, vol. 57, iss. 5—6, 
pp. 254-260. 

15. Naizabekov, A.B., Lezhnev, S.N., Panin, E.A. Ustroystvo dlya nepreryvnogo pressovaniya metalla: patent 
25863 Respublika Kazakhstan: B21J 5/00. [Device for continuous metal pressing.] Patent of Republic of Kazakhstan, 
no. 25863, 2012 (in Russian). 

16. Naizabekov, A., et al. Theoretical grounds of the combined “rolling — equal - channel step pressing”’ pro- 
cess. Journal of Chemical Technology and Metallurgy, 2016, vol. 51, iss. 5, pp. 594-602. 

17. Naizabekov, A.B., Lezhnev, S.N., Panin, E.A. Modelirovanie sovmeshchennogo protsessa «prokatka — 
pressovanie» s ispol'zovaniem ravnokanal'noy stupenchatoy matritsy. [Simulation of the combined “rolling-pressing” 
process using an equal-channel step die.] University’s Works, 2008, no. 3, pp. 16—19 (in Russian). 

18. Lezhnev, S., Panin, E. Investigation of the Influence of Geometric and Technological Factors on the Stress 
- Strain State of Metal in the Implementation of the Combined Rolling - Pressing Process. Advanced Materials Re- 
search, 2014, vol. 936, pp. 1918-1924. 

19. Lezhnev, S., et al. Evaluation of the effectiveness of the use of horizontal and vertical rolls in the “Rolling 
— pressing” process on the basis of the stress - strain state studying. IOP Conf. Series: Materials Science and Engineer- 
ing, 2017, vol. 179, no. 012047, 5 p. 

20. Naizabekov, A., et al. Study of broadening in a combined process “rolling — pressing” using an equal - 
channel step die. Journal of Chemical Technology and Metallurgy, 2015, vol. 50, iss. 3, pp. 308-313. 

21. Lezhnev, S., Panin, A., Volokitina, I. Research of combined process “Rolling — pressing” influence on the 
microstructure and mechanical properties of aluminium. Advanced Materials Research, 2013, vol. 814, pp. 68—75. 

22. Naizabekov, A., et al. Influence of Combined Process «Rolling — pressing» on Microstructure and Me- 
chanical Properties of Copper. Procedia Engineering, 2014, vol. 81, pp. 1499-1504. 

23. Naizabekov, A., et al. The Role of Preliminary Heat Treatment in the Formation of Ultrafine — Grained 
Structure in the Implementation of the Combined Process “Rolling — Equal Channel Angular Pressing”. Materials Sci- 
ence Forum, 2016, vol. 879, pp. 1093-1098. 

24. Sistema prochnostnogo analiza APM FEM dlya KOMPAS-3D. [APM FEM for COMPASS-3D Strength 
analysis system.}| APM _ Research and Software Development Centre, LLC. Available at: 
http://apm.ru/produkti/programmnie_kompleksi/APM_ FEM (accessed: 14.07.18) (in Russian). 

25. Tenzometricheskaya stantstya ZET 017-T8. [ZET 017-T8Strain-gauge station.] “Electronic technologies 
and metrological systems” Enterprise (ZETLAB Company). Available at: https://zetlab.com/shop/izmeritelnoe- 


oborudovanie/tenzostants1i/tenzostanciya-zet-017-t8. (accessed: 14.07.18) (in Russian). 


Received 09.02 .2018 
Submitted 10.02.2018 
Scheduled in the issue 21.06.2018 


Authors: 


Naizabekov, Abdrakhman B., 

rector, Rudny Industrial Institute (38, 50 let Oktyabrya St., 
Rudny, Kostanay region, 111500, Republic of Kazakh- 
stan), Dr.Sci. (Eng.), professor, 


ORCID: https://orcid.org/0000-0002-85 17-3482 
naizabekov57@mail.ru 


Naizabekov A. B., et al. Experimental study on power parameters of “rolling - ECA-pressing” combined process 





Lezhnevy, Sergey N., 

associate professor of the Metallurgical Engineering and 
Mining Department, Rudny Industrial Institute (38, 50 let 
Oktyabrya St., Rudny, Kostanay region, 111500, Republic 
of Kazakhstan), Cand.Sci. (Eng.), 


ORCID: https://orcid.org/0000-0002-1737-9825 
sergey_legnev@mail.ru 


Koinov, Toncho A., 

professor of the Physical Metallurgy and Thermal Generat- 
ing Units Department, University of Chemical Technology 
and Metallurgy(8, Kliment Ohridsky Blvd., Sofia, 1756, 
Bulgaria), Dr.Sci. (Eng.), professor, 

ORCID: https://orcid.org/0000-0001-9577-3732 
toni309@koinov.com 


Panin, Evgeny A.., 

senior lecturer of the Metal Forming Department, Kara- 
ganda State Industrial University (30, Republic Ave., 
Temuirtau, Karaganda region, 101400, Republic of Kazakh- 
stan), 


ORCID: https://orcid.org/0000-0001-6830-0630 
cooper802@mail.ru 


Machine building and machine science 


Via pe 


